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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers spreadi ng topsoil, seeding,
and/ or soddi ng over a prepared subgrade specified
under Section 02311, "Excavating, Backfilling, and
Conpacting for Structures,"” and Section 02315,
"Exavation and Fill."

Drawi ngs nust indicate the limts of work including
the |l ocation of lawn and field grass areas, fina
grades and contours, and | ocation of water-supply
sources that nmay be used by the Contractor

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

PART 1 GENERAL

1.1 REFERENCES

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

The publications listed below forma part of this section to the extent
ref erenced:

ANMERI CAN ASSOCI ATI ON OF STATE H GHWAY AND TRANSPORTATI ON OFFI CI ALS
( AASHTO)

AASHTO M 92 (1991) Wre-doth Sieves for Testing
Pur poses
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1.

ASTM | NTERNATI ONAL ( ASTM
ASTM C 602 (1995) Agricultural Limng Materials

ASTM D 2028 (1997) Standard Specification for Cutback
Asphal t (Rapi d-Curing Type)

ASTM D 2399 (1983; R 1991) Standard Practice for
Sel ection of Cutback Asphalts

2 SUBM TTALS

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each submittal

descri ption.

EE R R R R R R R R R R R R R R R R R R R R R R O R

The following shall be submitted in accordance with Section 01330,
"Subm ttal Procedures,” in sufficient detail to show full conpliance with
t he specification:

SD- 09 Manufacturer's Field Reports
Laboratory analysis of Grass Seed for percent pure, percent

germ nation, and percent weed seed, along with |aboratory anal ysis
of proposed Top Soil shall be submtted.

.3 SAMPLI NG AND TESTI NG

Sanpling and testing of grass seed and topsoil shall be by an approved
testing service and show conpliance with all specified requirenents.

.4 DELI VERY AND STORAGE

4.1 Seed and Fertilizer

Grass seed and fertilizer shall be delivered in sealed containers or bags,
each | abeled in accordance with the applicable federal and state

regul ati ons and bearing the name, trade nane or tradenmark, and
certification of the producer.

Packaged materials shall be stored off the ground, under watertight cover,
and away from danmp surfaces.

. 4.2 Sod Delivery

Dunping fromvehicles will not be permtted. |If stacked during transit or
storage, the sod shall be placed roots to roots or grass to grass. During
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delivery and while in stacks, sod shall be kept noist and cool, and
protected fromsun, air, and freezing.

1.5 WEATHER LI M TATI ONS

EE R R R R R R R R R R R R R R R R I R R R R I R

NOTE: |Insert cal endar dates in bl anks.

EE R R R R R R R R R R R R R R R R R R R R R R R R I R

Topsoi |l shall not be placed when the subgrade is [frozen] [excessively wet]
[extrenely dry] [or] [in a condition detrinmental to grass seed planting or

finish grading]. Sodding shall be perforned between [ ] and [ ].
Seedi ng shall be done between | ] and [ ], and sodding shall be
done between | ] and [ ] unless otherwi se permtted

PART 2 PRODUCTS

2.1 TOPSO L

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

NOTE: Delete the first of the follow ng paragraphs
when topsoil will be provided by the Contractor.

Del ete the second, third, and fourth paragraphs when
Section 02315, "Exavation and Fill," is a part of
the contract.

EE R R R R R R R R R R R R R R R R R R R R R R R O O R

Topsoi |l previously removed and stockpiled shall be used in the work.

Topsoi|l shall be free fromsubsoil, litter, and other objectionable
mat eri al

Topsoi|l shall be fertile, friable, natural surface soil obtained from

wel | -drai ned areas and possessing characteristics of representative soils
in the project vicinity that produce heavy growths of crops, grass, or

ot her vegetation. Topsoil shall be free of material that mght be harnfu
to plant growth or hindrances to planting or maintenance operations.

Chemi cal and physical properties of topsoil proposed for use in the work
shall be as foll ows:

Organic matter shall be at |east 6 percent as deternined by |oss on
ignition of noisture-free sanples of topsoil.

The pH range shall be from5.0 to 7.0.

The physical analysis of the topsoil shall be within the foll ow ng
limts: (AASHTO M 92)

SI EVE SI ZE PERCENT PASSI NG
1 inch 99 to 100 25 mllimeter 99 to 100
1/ 4 inch 97 to 99 6.3 mllinmeter 97 to 99
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SI EVE SI ZE PERCENT PASSI NG
No. 100 40 to 60 150 microneter 40 to 60
No. 200 20 to 40 75 microneter 20 to 40
2.2 TOPSO L BLEND
Where insufficient topsoil is renoved fromthe project site, the topsoi

renoved shall be stockpiled and bl ended with conpost at the site to achi eve
the required vol une.

2.3 GRASS SEED

Grass seed for |awn areas shall be as foll ows:

GRASS SEED GRASS SEED GRASS SEED
IN M XTURE PURI TY GERM NATI ON
KI ND OF BY VEI GHT M NI MUM M NI MUM
GRASS SEED PERCENTAGE PERCENTAGE PERCENTAGE
Conmon Ber nuda [ ] 97 85
grass unhul | ed
Brown Top Ml | et [ ] 90 85
Annual rye grass [ ] 98 90
Kent ucky 31 Tall [ ] 98 91
Fescue
Kent ucky Bl ue [ ] 98 90
Redt op [ ] 92 95
Wi te clover [ ] 98 90
i ncl udi ng
hard seed
Pensacol a Bahi a [ ] 95 80
Argentine Bahia [ ] 95 80

[ ] [_] [_] [_]

[C over seed shall be inoculated with nitrogen fertilizer applied in
accordance with the nanufacturer's reconmendati ons. ]

Grass seed for field grass areas shall be [perennial donestic rye]

[ pensacol a bahia] [ ] grass having not |ess than 90 percent

germnation. Wed seed shall be not nmore than 0.5 percent by weight of the
total grass seed nmixture.
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Grass seed which has becone wet, noldy, or otherw se danmaged in transit or
storage will not be acceptable.

.4 SOD

[ Sai nt Augustine sod, when delivered, shall be living, grow ng grass

consi sting of stolons, crown, rhizones, and roots with attached soil. Sod
shal | have a density such that when cut in oblong strips 1 foot 300
mllinter wide it can be lifted and handl ed w t hout breaking. Such sod
shall be interpreted to include grass that is seasonably dormant from
either cold or drought and capable of renewing growth. At |east 95 percent
of the living part of the sod shall consist of Saint Augustine grass. Sod
shall be free of perennial weeds and ot her undesirable plants such as

nut grass and Johnson grass as well as stones, roots of trees and brush, and
other material which mght be detrinental to the devel opnent and future

mai nt enance of the grass.]

[ Pensacol a or Argentine Bahia sod shall be well matted with |ive grass
roots. Sod shall be sufficiently thick to hold together during handling
operations and to obtain a satisfactory growh of grass. Sod shall be
live, fresh, and uninjured at the tine of planting and it shall be the
Contractor's responsibility to ensure that it contains sufficient noisture
at planting to produce growth. Before the sod is harvested, the grass
shall be nowed to the average height normally maintained for that variety
of grass and shall have all clippings removed. Presence of weeds or other
mat eri al which m ght be detrinmental to the proposed planting will be cause
for rejection of sod.]

Rect angul ar sections used for sodding may vary in |length but shall be of
equal width and of a size that will permt lifting on boards or that can be
ot herwi se handl ed wi t hout breaking and without |oss of native soil attached
to the roots.

.5 LI ME

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Delete the paragraph heading and the

foll owi ng paragraph when topsoil wll be furnished
by the Governnment and the pH value of the topsoil is
above 6. 0.

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

Linme shall be agricultural ground |inestone having a cal cium carbonate
equi val ent of not | ess than 80 percent, ground to such fineness that at

| east 99 percent will pass through a No. 8 2.36 nmillinmeter (No. 8) sieve
and at least 75 percent will pass through a No. 60 250 microneter (No. 60)
sieve, and neet the requirenents of ASTM C 602, agricultural |inestone

Cl ass Designation T.

.6 FERTI LI ZER

Fertilizer shall be comercial Gade [__]-[__]1-[__] mxed fertilizer.
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2.7 MJLCH

Mul ch shall be salt or bahia hay or threshed straw of wheat, rye, oats, or
barl ey and shall be clean and free of seeds.

Mul ch that is fresh and excessively brittle or that is in such an advanced
stage of deconposition as to snother or retard the growh of grass will not
be acceptabl e.

2.8 ASPHALT EMULSI ON
Asphalt enul sion shall neet the requirenents of ASTM D 2028 or ASTM D 2399.
PART 3 EXECUTI ON
3.1 TOPSO L PREPARATI ON
3.1.1 Subgr ade

Before topsoil is placed, the subgrade surface shall be cleared of al
materials that m ght hinder the performance of the work or subsequent
nmai nt enance operati ons.

3.1.2 Gradi ng

Grades on areas that have been previously established shall be maintained
in atrue and even condition

Where grades have not been established and where inproperly graded, areas
shall be uniformy graded. Finished surfaces shall be snboth within a

tol erance of 0.1-foot 30.5 m|lineter above or bel ow the indicated subgrade
el evations, with uniformlevels or slopes between the points where

el evations are indicated or between such points and existing grades and
free fromirregular surface changes to prevent the formati on of depressions
where water will accunul ate.

3.1.3 Till age
| mredi ately prior to placing the topsoil, the subgrade, wherever
excessively conpacted by traffic or other cause, shall be |oosened to a
depth of at least 3 inches 75 mIlineter by plow ng, discing, harrow ng, or
ot her approved neans.

3.1. 4 Pl aci ng Topsoi

Sui tabl e topsoil shall be placed in the top | ] inches mllinmeter of

all grassed areas stripped under this project. Al areas to receive
topsoil, including cut and fill areas, shall be shaped to provide a m ni nmum
of [ ] inches millinmeter topsoil. Prior to placenent of the topsoil

t he subgrade shall be scarified to a depth of 2 inches. 50 mllineter.
Topsoi|l shall be uniformy distributed and evenly spread to an average

t hi ckness of | ] inches millimeter. Spreading shall be perforned in
such a manner that planting can proceed with little additional soi
preparation or tillage, and the area shall be left snpboth and suitable for
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lawns. Irregularities in the surface fromtopsoiling or other operations
shall be corrected so as to prevent the formati on of depressions where
water will stand. Topsoil shall not be haul ed and placed when wet or when
the subgrade is [frozen] [excessively wet] [extrenely dry] [or] in a
condition otherwi se detrinental to the proposed planting or to proper
grading. Topsoil shall be spread uniformy but shall not be conpacted.
Where any portion of the surface becones gullied or otherw se danaged, the
affected area shall be repaired to establish the condition and grade prior
to topsoiling, and then shall be re-topsoiled.

.1.5 Application of Line

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: Delete the paragraph heading and the

foll owi ng paragraph when the pH val ue of the topsoi
furni shed by the Governnment is above 6.0. Fill in
bl ank spaces.

EE R R R R R R R R R R R R R R R R R R R R R I R I I R

Linme shall be uniformy distributed over the topsoil surface at a rate of

[ ] pounds per | ] square feet] ] kil ogram per | ] square

nmeter and incorporated into the topsoil to a depth of at |east 3 inches 75
mllineter by discing, harrowi ng, or other approved neans.

.1.6 Application of Fertilizer

Fertilizer shall be unifornmy distributed over the topsoil surface at a
rate of [ ] pounds per | ] square feet | ] kil ogram per | ]
square neter [, and incorporated into the topsoil to a depth of at least 1
inch 25 mllineter by discing, harrow ng, or other approved neans].

Fertilizer may be applied nixed with seed and water as specified in
par agraph entitled, "Seeding."

1.7 Snoot h Gradi ng

Undul ations or irregularities in the topsoil surface resulting from
operations shall be |evel ed.

Topsoi | surface shall be nmade snooth and uniform

.1.8 d eanup

After smooth grading, the topsoil surface shall be cleared of stones or
ot her objects that might be a hindrance to planting or nmintenance

operations.

Topsoi|l or other material that has been brought upon the surfacing of paved
areas by operations shall be renpved daily.
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3.

3.

3.

3.

2  SEEDI NG

2.1 Met hod of Sow ng

Seedi ng, naking use of a mixture of seed, fertilizer, and water applied by
speci al nobil e equi prent designed for the purpose, may be enpl oyed subj ect
to approval. Wen the above nmethod of seeding is enployed, covering seed
and conpaction operations specified will be waived.

2.2 Preparation of Seedbed

Seedbed shall be | oose and porous at the tine of seeding. Wen necessary,
t he seedbed shall be | oosened to a depth of at |east | ] [3] inch [75]
mllineter by harrowi ng or other suitable neans and the surface

snoot h-graded and cl eared of objectionable naterial as specified.

2.3 Pl anti ng Seed

Grass seed shall be uniformy distributed over the prepared seed bed

For lawn areas, the rate of seeding shall be | ] pounds kil ogram per

[ ] square feet neter.

For field grass areas, the rate of seeding shall be [ ] pounds kil ogram
per | ] square feet neter.

I mredi ately after seed planting, the area shall be lightly raked or lightly
harrowed to cover the seed to an average depth of 1/4 inch 6 mllineter.

. 2.4 Conpacti ng

I mredi ately after the conpl etion of seeding operations and raking, the
entire area shall be conpacted by neans of suitable conpacting equi pnent.

Conpacti ng equi pnent shall consist of approved equi pment wei ghing 60 to 90
pounds per linear foot loading to 875 to 1315 newtons per neter of roller
wi dth and shall be suitable for the soil material being conpacted. Wheels
of pneunatic-tired rollers shall be so spaced that one pass of the roller
wi || acconplish conplete coverage equal to the rolling width of the

equi pnent .

.3 MULCHI NG

. 3.1 Pl aci ng Mul ch

Not nmore than 48 hours after the conpletion of seeding operations, mulch
shal |l be spread unifornmy over the entire area in a continuous bl anket
having a depth of not nore than 1-1/2-inches 38 millineter |oose

nmeasur enent using approxi mately | ] pounds kil ogram of nul ch per

[ ] square feet neter.

Mul ch shall be spread by hand or approved equi pnent. Ml ching shall be

started at the windward side of relatively flat areas, at the upper part of
steep sl opes, and shall continue uniformy until the area is conpletely
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covered.
3.3.2 Anchoring Miul ch with Asphalt Enul sion

Mul ch shall be anchored in place by a spray coating of asphalt emul sion
uniformy applied at the rate of 10 to 13 gallons per 1,000 square feet 41
to 53 liter per 100 square neter. Precautions shall be taken to prevent

t he asphalt emul sion from danmagi ng or disfiguring structures and ot her
property on or adjacent to the nul ched area.

3.3.3 Anchoring Miul ch with Machi nery

Mul ch shall be anchored in place by a Coulter disc mulch-anchoring machi ne
or other suitable equipment that will secure the mulch firmly in the ground
to forma soil-binding nmul ch and prevent | oss or bunching of the nmulch by
the wind. The nunber of passes over the mulch needed to secure it firnmy
to the soil shall in no case exceed three.

On sl opes and ot her areas where machi nery cannot be satisfactorily used,
the mulch shall be anchored in place by a spray coating of asphalt
emul si on, by twi ne and softwood stakes, or by other approved neans.

3.4 SODDI NG
3.4.1 Cener a

After the sod has been harvested, it shall be delivered to the site and
laid in place within 48 hours. Any sod that has been damaged by handli ng
or storage, turned yellow or shows definite indications of dying, will be
rej ected.

3.4.2 Sol i d Soddi ng

Sod shall be laid smothly, edge to edge, and with staggered joints. Sod
shall inmediately be pressed firmy into contact with the sod bed by
tanmping or rolling with approved equi pnent, to elimnate all air pockets,
provide a true and even surface, and ensure knitting w thout displacenent
of the sod or deformation of the surfaces of sodded areas. Any excess soi
accunul ated from handling of the sod shall be used to fill voids or cracks
bet ween t he sections of sod.

3.4.3 Spot Soddi ng

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Use spot or strip sodding with grasses that
have chutes or runners only.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Sod for spot-sodding or sprigging shall be cut into blocks at |east
3-inches 75 mllineter square. Individual blocks of sod shall be placed in
alternating rows spaced 18-inches 450 mllineter apart and 18 inches 450
mllineter on center. Sod shall be planted in individual holes 4 by 4
inches to 6 by 6 inches 100 by 100 to 150 by 150 nmillineter in size, made
wi th a sharpshooter shovel, mattock, or simlar tool. Acceptable topsoi

SECTI ON 02920 Page 11



renoved fromthe holes shall be used to fill the space between the sod

bl ock and edge of the hole. Sod shall be pressed firmy into the soil by
tanmping with a hand tanper or with an acceptabl e snoot h-surfaced, stee
roller. Surface of the finished sod shall be even with the surface of the
top of the adjacent surface soil

4.4 Strip Sodding

Sod for strip-sodding shall be solid strips at |east 6 i nches 150
mllineter wide for sodding rows along the top and toe of slope and at | east
3-inches 75 millineter wide for sodding in internediate rows. Solid
strips of sod shall be placed end-to-end in continuous parallel straight
trenches dug across the face of the slope with a sharpshooter shovel,

mattock, or simlar tool. Trenches shall be sufficiently wide and deep to
receive the sod strips and all ow space at each side of the sod for
backfilling with | oose topsoil. Acceptable topsoil renoved fromthe
trenches nay be used for backfill. Sod shall be firmly pressed into the

soil by tanmping with a hand tanper or with an acceptabl e snoot h-surfaced,
steel roller.

.5 GRASS ESTABLI SHVENT
.5.1 Cener al

The period of grass establishnment shall begin i mediately after the
conpletion of mulching in an area and shall continue for a period of
2-nonths after the conpletion of seeding on the entire project unless the
desired grass cover is established in a shorter period of tine and
shorteni ng of the grass-establishment period is authorized.

.5.2 Wat eri ng

Contractor shall provide and nmintain temporary piping and | awn-wateri ng
equi pnment required to convey water fromthe water source to uniformy water
the seeded areas. Water shall be free from substances detrinmental to the
growm h of vegetation. Wiater sources |ocated on Governnent property wll be
subj ect to approval prior to use. Tenporary watering equi pment shall be
renoved after grass area acceptance.

Wat eri ng schedul es shall be arranged and | awn-wateri ng equi pnent |aid out
in a nanner to avoid the necessity of wal king over nmuddy and newl y seeded
ar eas.

Watering shall be done in a manner to prevent the displacenent of seed and
mul ch and to prevent puddling and water erosion

| mredi ately after the conpletion of mulching in an area, the area shall be
noi stened to a depth of 3 inches 75 mllineter or nore.

After the initial watering, the seeded areas shall be watered as required

to maintain the soil in a npist condition for the entire
grass-establ i shnment peri od.

SECTI ON 02920 Page 12



3.

5.3 Mowi ng

[ When the average hei ght of grass reaches 2-1/4 inches, 60 mllineter,
seeded | awn areas shall be nowed with approved nmow ng equi pnent to a grass
hei ght of 1-1/2 inches 40 mllineter. Wen the anbunt of cut grass is
heavy, the cuttings shall be renpbved to prevent snothering the grass.]

[ When the average hei ght of grass reaches 8 inches 200 mllimeter or when

the grass growh tends to snother the seedings, seeded field-grass areas

shal | be nowed with approved now ng equi pnent to a grass hei ght of 4 inches.
100 millimeter.]

.5.4  \Weding

Weeds or ot her undesirable vegetation that threaten to snother the grass
shal | be uprooted and renoved fromthe area.

.5.5 Refertilizing

After the first nowing and during a period when the grass is dry,
fertilizer shall be uniformy distributed over the seeded area at a rate of
2 pounds 1.0 kilogram of actual nitrogen per 1,000 square feet 93 square
nmeter. Fertilizer shall be as specified.

.5.6 Reseedi ng

After the first nowi ng, bare areas shall be reseeded.

Reseedi ng shall be with the grass seed specified for each seeded area and
shall be sown at the rate specified and in a manner that will cause a
m ni mum of di sturbance to the existing stand of grass and mul ch.

.5.7 Remul chi ng

In areas where mul ch has been disturbed sufficiently to nullify its
pur pose, new nul ch shall be added and anchored as specified.

.5.8 Resoddi ng

The area on which an acceptable stand of grass is not present shall be
sodded as specified for the original planting. An acceptable stand is
living grass fromat |east 90 percent of the sod placed according to this
specification. Areas on which there is not an acceptable stand of grass
shal |l continue to be replanted throughout the maintenance period until an
acceptabl e stand of grass is present.

.6 ACCEPTANCE PROVI SI ONS

.6.1 Accept ance Requirenents

Conpl et ed grass areas shall have been recently nowed and be covered with a
uni form stand of the specified grass, be free of rank growths of weeds or
ot her undesirabl e vegetation, and be free of irregular surface changes and
ot her depressions where water will accunul ate.
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Scattered bare spots not larger than 6 inches 150 mllineter in any
di mension will be allowed, up to a maxi nrum of 3 percent of any grass area.

Condition of grass areas at the tine of inspection will be noted and a
det erm nati on, nade whether the grass-establishnment period shall be
ext ended for any area.

.6.2 Repairs

If, before conpletion and acceptance of the entire work, portions of the
surface beconme gullied or otherw se damaged fol |l owi ng seeding or the grass
seedi ngs have been destroyed, the affected area shall be repaired to
re-establish the condition and grade of the soil prior to seeding and then
re-seeded, renulched, and the grass established as specified.

.7 PROTECTI ON

Seeded areas shall be protected against traffic or other use by erecting
barri cades around each area imredi ately after seeding is conpleted and by
pl aci ng warni ng signs of an approved type on each seeded area.

-- End of Section --
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